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NOTES:

1. EXACT LOCATION OF PARALLEL
CHOKER TO BE DETERMINED BY
THE CITY ENGINEER.

2. ISLAND TAPERS SHALL BE 1:1

A INSTALL GUIDE POST AT
LEADING END OF CHOKER.

MEDIAN ISLAND TO BE PAINTED

10’
(TYP)

YELLOW W/ GLASS BEADS, AND
OPTI-CURB GLASS STUD.

5. SIGNS SHALL BE LOCATED
PER M.U.T.C.D.
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6. PARALLEL CHOKER SHALL NOT
BE LOCATED WITHIN 20° OF ANY
DRIVEWAY.

NO PARKING

/. INSTALL OPTI-CURE GLASS
STUDS, REFER TO STANDARD
DETAIL R—412D.

PAINT RED CURB

SPECIAL
36" X 36”7

wis—1
127 X 247 le=

PLAN

TREE/LANDSCAP/NG 10 BE
APPROVED BY ENGINEER

9. REFER TO STANDARD DETAIL
R—412B FOR SECTION A—A

_

DOUBLE SOLID YELLOW LINE
(TYPICAL AT EACH END)

SIRIPING AND SIGNAGE

(TYP. FOR BOTH DIRECTIONS)
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